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5.

[llustration: To illustrate height and bulk of the structure, the DRB may
require the developer to prepare a scale model, computer visualization,
illustrations, or other renderings of the proposed building in context with its
surroundings.

(b) Exceptions to Height Limits

1.

Additions and new construction on parcels created prior to January 1, 2008
that contain a non-conforming Principal Building exceeding the maximum
permitted Building height may exceed the maximum permitted Building
height of the zoning district subject to the design review provisions of Art.
3 and 6, but in no event shall exceed the height of the existing non-
conforming Principal Building.

In no case shall the height of any structure exceed the limit permitted by
federal and state regulations regarding flight paths of airplanes.

Ornamental and symbolic architectural features, including towers, spires,
cupolas, belfries and domes; greenhouses, garden sheds, gazebos, rooftop
gardens, terraces, and similar features; and fully enclosed stair towers,
elevator towers and mechanical rooms, where such features are not used for
human occupancy or commercial identification, are exempt from specific
height limitations but shall be subject to the design review provisions of Art.
3 and 6. Such features and structures shall be designed and clad in a manner
consistent and complementary with the overall architecture of the Building.

Exposed mechanical equipment shall be allowed to encroach beyond the
maximum building height by no more than 15-feet provided that portion
exceeding the height limit does not exceed 20% of the roof area.

Exposed mechanical equipment shall be fully screened on all sides to the
full height of the equipment, and positioned on the roof to be unseen from
view at the street level. Screening may consist of parapets, screens,
latticework, louvered panels, and/or other similar methods. Such features
and structures shall be designed and clad in a manner consistent and
complementary with the overall architecture of the Building

Where mechanical equipment is incorporated into and hidden within the
roof structure, or a mechanical penthouse setback a minimum of 10-ft from
the roof edge, no such area limit shall apply and the structure shall be
considered pursuant with 4 above.

All forms of communications equipment including satellite dish antennae
shall not be exempt from height limitations except as provided in Sec 5.4.7
of this Article.

The administrative officer may allow for up to a 5% variation in the
maximum building height to account for grade changes across the site. In
no event however, shall such additional height enable the creation of an
additional story beyond the maximum permitted.
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